
Al low 10- in .  [254 mm] min.  c learance
on bottom for  cables

10 in .  [254 mm]
ut i l i ty  c learance

P O W E R  D I S T R I B U T I O N  B O X
39.5  in .  [1003 mm] high

(Wal l  mounted)

31.5
[800]

27.5
[699]

11.8
[300]

11.0
[280]

27.4
[695]

iGX100L
MECH.
PUMP

15.5 [395]
high

© F e r r o t e c  ( U S A )  C o r p o r a t i o n .  A l l  r i g h t s  r e s e r v e d .
w w w . t e m e s c a l . n e t

O P E R A T O R  S T A T I O N
79.5  in .  [2019 mm] high

Al low 10 in .  [254 mm] 
c learance at  back for  cables

23.5
[597]

32.0
[812]

32.0
[812]

35.5
[902]

21.0
[533]

35.0
[889]

34.7
[882]

42.0
[1066]

41.7
[1059]

M O D E L  9 6 0 0
C R Y O P U M P

C O M P R E S S O R
2 6 . 5 4  [ 6 7 4 ]  h i g h

21.5
[546]

19.52
[466]

M O D E L  9 6 0 0
C R Y O P U M P

C O M P R E S S O R
2 6 . 5 4  [ 6 7 4 ]  h i g h

21.5
[546]

19.52
[466]

F R O N T F R O N T

NOTE: In  some fac i l i t ies, the 

mechanical  pump and the 

cr yopump compressors  may 

be insta l led on a  sub-fab level .

I f  the S imba 2  power  supply  is

used, i ts  power  module  may 

a lso be insta l led there.

Units: Inches
[Millimeters]

Standard roughing l ine :
40 in .  [1016 mm] x  2 .5  in .  [63  mm] O.D.  f lex  l ine


